(2) MODEL 103
SWING GEARBOXES

vl

[R882] TAILSWING RADIUS

) <

[25744]

[9123] AFT SECTION

LSl ANGLE INDICATOR THIS SIDE
W/ ANALOUGE ANGLE INDICATOR
ON BOTH SIDES

MECHANISM

ANTI-TWO BLOCKING

[9768] MID SECTION

HARD PIPE FROM BULKHEAD DOWN TOP
OF BOOM TO GREASE POINTS ON PINS

[7185] FWD SECTION ———— =

AIRCRAFT WARNING LIGHT
PHOTO CELL SWITCH FOR
NIGHT TIME OPERATION

20" MANWAY

]

[1803]
\— JUNCTION BOX

-8 X 75 CYLINDER

Swi

\_— JACKING PEDESTAL

e« [4418] ———ste—————————[38000] TYP.

—— WINCH PD12-04
W/ 1/2" WIRE ROPE
HOOK TRAVEL 45 M
CAPACITY LIMITED TO

[3455] WIRE ROPE 9.7 MT

t(3) SELF LEVELING ATEX FLOOD LIGHT

ATEX LOAD CELL

12 METRIC TON
LOAD BLOCK
4 PART LINE

[24358]
NG LIMITER
FOR 360° LIMITED ROTATION
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4. WHERE APPLICABLE - ROLL FORM PER
WEIGHT: DIMENSIONS SHOWN.

SHOWN FOR REFERENCE

PART/DWG. NO.:

PRESENTATION

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES
[1 INDICATES MILLIMETERS

TOLERANCES

FRACTIONAL DIMENSIONS +35/-0
SURFACE FINISHES 125V

APPROX. 18631 Ibmass 5. WHERE APPLICABLE - TACK WELD AS

REQUIRED TO SECURE ROLLED CAN.

APPROVED BY: DESIGN STATE:

F25-80 AQUATERRA JOB #12890

WorklInProgress DATE: REVISION NO.: CO NO.:
— TATERTAL: 12/28/2015 33
(305 ERES CRATE - PRODLCTION RAMMIGS - DR GAFLS l
SHEET 1 OF 6

4

3

A

1






