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o INSTALLATION TYPE: BOTTOM SUPPPORTED STRUCTURE APPLICATION
— ™~ MIN DESIGN SERVICE TEMPERATURE: 6°F
7~ (2) MODEL 130 WEIGHT SHOWN IS APPROXIMATE AND DOES NOT INCLUDE WELD,
// \SW'NG GEARBOXES WIRE ROPE, HARDWARE AND MISCELLANEOUS PARTS.
/ \\f/_ R93 1/8 TAILSWING RADIUS
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360° CONTINUOUS
ROTATION PROVIDED
BY HYD. SWIVEL

W/ SWING LIMIT SWITCH AND ALARM

ON TURRET
JUNCTION BOX

RIDE AROUND PLATFORM

TWG 1241 MAIN WINCH
W/ 530 FT. 5/8" WIRE ROPE

HORN/SWING ALARM

NOTES:

1. HYDRAULIC LINE SIZES ARE SUGGESTED FOR PLACEMENT OF THE HPU LESS THEN
10 FT. AWAY FROM THE CRANE. THE PLUMBING SIZES MUST BE RECHECKED
APPROPRIATELY TO HELP PREVENT BACK PRESSURE.

2. ELECTRICAL WIRING AND/OR INTERCONNECTING HOSES BETWEEN HPU AND/OR
CONSOLE AND CRANE (IF APPLICABLE) ARE NOT INCLUDED.

3. OUR PEDESTAL JUNCTION BOX LOCATION WAS INTENDED FOR THE STANDARD
PEDESTAL. THIS CUSTOM PEDESTAL DESIGN HAS REQUIRED RELOCATION OF THE
JUNCTION BOX, AND IT WILL NOW BE INSTALLED AT THE OPERATOR CONTROL

STATION. THE INCOMING POWER (115V/60HZ) WILL BE ROUTED DIRECTLY TO THE

SLIP RING INSIDE THE PEDESTAL AT THE JOB SITE BY OTHERS. THE ELECTRICAL

DRAWING HAS BEEN ADJUSTED AND ATTACHED.
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(2) 7 X 76 3/8 HYDRAULIC CYLINDERS 400 WATT °
\‘ | ] + 64 7/16 FLOOD LIGHT
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() LOAD BLOCK —1
| g 18-==——SHORT PEDESTAL CAN WILL AFFECT THE MACHINED SURFACE OF THE FLANGE, ANY 4 PART LINE
J v N_ | IFTING Lug  DISTORTION ON THE TOP FLANGE CAUSED BY WELDING THE BOTTOM OF THE
342 0.0 PEDESTAL TO THE LOWER STRUCTURE WILL NEED TO BE RELIEVED AND o6
el CONSIDERED DURING THE INSTALLATION.
W/ 5/8 WALL

FROM CRANE 1

1-1/4" PRESSURE LINE

TO CRANE 1

1-1/2" RETURN LINE
FROM CRANE 2

1-1/4" PRESSURE LINE

TO CRANE 2

597 3/8

1-1/2" RETURN LINE

*PORT SIDE CRANE SHOWN - STARBOARD CRANE MIRROR-IMAGED*

DESIGNED BY: MATERIAL NOTES:

INFORMATION CONTAINED HEREON IS
CONFIDENTIAL AND TRADE SECRET
DO NOT DISCLOSE, USE OR REPRODUCE
WITHOUT PRIOR WRITTEN APPROVAL
FROM TECHCRANE INTERNATIONAL LLC.

F. SHAD

DRAWN BY: Ibaylis

WEIGHT: DIMENSIONS SHOWN.

UNLESS OTHERWISE SPECIFIED APPROX. 18844 Ibmass

ALL DIMENSIONS ARE IN INCHES

1. BURN PER DIMENSIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE
WITHIN ASTM SPECIFICATIONS.

3. REFER TO API SPEC 2C LATEST EDITION

<~ TECHCRANE INTERNATIONAL, LLC.

17639 HARD HAT DRIVE COVINGTON, LA. 70435 U.S.A.

N

PHONE (985) 871-0056

FAX (985) 871-0065

4. WHERE APPLICABLE - ROLL FORM PER

5. WHERE APPLICABLE - TACK WELD AS
REQUIRED TO SECURE ROLLED CAN.

[1 INDICATES MILLIMETERS

APPROVED BY: DESIGN STATE:

PART/DWG. NO.:

PRESENTATION

TOLERANCES SEE APPROVAL STAMP

F30-50 VIGOR JOB #12895-12898
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SURFACE FINISHES 125V

FILE NAME: TATERTAL:
(rDESEIG ROET

TS FESTLLOR SR KL 1

DATE:

REVISION NO.:
6/2/2016 3.9

CO NO.:

SHEET 1 OF

3

4

3 4& 2

1




90 1/8

/

O
47/ - =
— —

68 1/4 MOUNTING HOLE84—|

HYDRAULIC POWER UNIT
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NOTES:

1. HYDRAULIC LINE SIZES ARE SUGGESTED FOR PLACEMENT OF THE HPU LESS THEN
10 FT. AWAY FROM THE CRANE. THE PLUMBING SIZES MUST BE RECHECKED
APPROPRIATELY TO HELP PREVENT BACK PRESSURE.

2. ELECTRICAL WIRING AND/OR INTERCONNECTING HOSES BETWEEN HPU AND/OR
CONSOLE AND CRANE (IF APPLICABLE) ARE NOT INCLUDED.

3. OUR PEDESTAL JUNCTION BOX LOCATION WAS INTENDED FOR THE STANDARD
PEDESTAL. THIS CUSTOM PEDESTAL DESIGN HAS REQUIRED RELOCATION OF THE
JUNCTION BOX, AND IT WILL NOW BE INSTALLED AT THE OPERATOR CONTROL
STATION. THE INCOMING POWER (115V/60HZ) WILL BE ROUTED DIRECTLY TO THE
SLIP RING INSIDE THE PEDESTAL AT THE JOB SITE BY OTHERS. THE ELECTRICAL
DRAWING HAS BEEN ADJUSTED AND ATTACHED. m m
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3/4" NPT CABLE GLAND PROVIDED BY TECHCRANE.
CABLE SHALL BE ROUTED FROM INSIDE CUSTOMER

1-1/2" RETURN LINE
ROUTED FROM INSIDE CUSTOMER PEDESTAL

PEDESTAL
1-1/4" PRESSURE LINE
ROUTED FROM INSIDE CUSTOMER PEDESTAL SECTION B-B
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