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NOTES: o o s [T T ~_TECHCRANE INTERNATIONAL, LLC.
1. DESIGN SERVICE TEMPERATURE DEG. -4F OR -20C MINIMUM. | o NoOT DISCLOSE, USE OR REPRODUCE o 2. PLATE FLATIESS AFTER BURNING TO B 17639 HARD HAT DRIVE COVINGTON, LA, 70435 USA.
2. HYDRAULIC HOSES & FITTINGS NOT SHOWN FOR CLARITY. | VITHOUT PRIOR WRITTEN APPROVAL © M. O'CONNOR O - EDITION PHONE (985) 871-0055__FAX (985) 871-0065

FROM TECHCRANE INTERNATIONAL LLC.

3. WEIGHT SHOWN IS APPROXIMATE AND DOES NOT INCLUDE
WELD, WIRE ROPE, MISCELLANEOUS HARDWARE AND PARTS.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES
[1 INDICATES MILLIMETERS

4. WHERE APPLICABLE - ROLL FORM PER

WEIGHT:

DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS
REQUIRED TO SECURE ROLLED CAN.

16840 Ibmass

APPROVED BY:

DESIGN STATE:

BECHTEL CANADA CO. JOB #12875
F30-60 GENERAL ARRANGEMENT

AR TOLERANCES D. SHAD APPROVED DATE: REVISION NO.:
PRESENT ATION FRACTIONAL DIMENSIONS +15/-0  [FILE NAME. MATERTAT: 3/26/2015 0
SURFACE FINISHES 125V (T30 EE CRRES - PRODUCTEON DRANDIGSS - ODELGAF3D0 MODEL 30 MODEL G N/A SEET 1 oF 2
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INFORMATION CONTAINED HEREON 15 | DESIGNED BY: F. SHAD TA;SF':\IEIA;E’\éOJIIT-\’ISéNSIONS SHOWN. <~.TECHCRANE INTERNATIONAL , LLC.
7 NOT DISCLOSE, USE OR REPRODL ' 2. PLATE FLATNESS AFTER BURNING TO BE 17639 HARD HAT DRIVE COVINGTON, LA. 70435 US.A.
DO NOT DISCLOSE, USE OR REPRODUCE | oamrgy: " WITHIN ASTM SPECIFICATIONS. PHONE (935) 871-0056  FAX (935) 8710065
WITHOUT PRIOR WRITTEN APPROVAL M. O'CONNOR 3. REFER TO API SPEC 2C LATEST EDITION (985) (985)
FROM TECHCRANE INTERNATIONAL LLC. AR Py AL
WETGHT: DIMENSIONS SHOWN.
UNLESS OTHERWISE SPECIFIED. 16840 Ibmass D o ACK WELD AS BECHTEL CANADA CO. JOB #12875
4'-4" 7'-6" A INDICATES MILLIMETERS REQUIRED TO SECURE ROLLED CAN. F30-60 GENERAL ARRANGEMENT
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AR TOLERANCES D. SHAD APPROVED DATE: REVISION NO.:
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