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 F60-65 PETRORICA 1230 G.A.

 DATE:

TECHCRANE INTERNATIONAL, LLC.
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11/13/2013

INFORMATION CONTAINED HEREON IS
CONFIDENTIAL AND TRADE SECRET

DO NOT DISCLOSE, USE OR REPRODUCE
WITHOUT PRIOR WRITTEN APPROVAL

FROM TECHCRANE INTERNATIONAL LLC. 
 
 35902 lbmass

 MATERIAL:

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLLERANCES
FRACTIONAL DIMENSIONS +

1
16/-0

SURFACE FINISHES 125√

APPROVED BY:
D. SHAD

6084.13 MAXIMUM
TAIL SWING

(1) HEAVY DUTY
SWING GEARBOX

ESKRIDGE MODEL 252

IP56 ELECTRIC MOTOR
W/ 150 GAL. HYDRAULIC TANK

OPERATORS CAB

CENTER OF GRAVITY

1219.10

1693.86

5030.75

3420.99

19832.69

CENTER OF GRAVITY

(3) 7" X 80" HYDRAULIC CYLINDERS

LHS 100 MAIN WINCH MOUNT
W/ 3/4" DYFORM 18 X 400 FT (W/ 19 mm DYFORM 18 X 122 mm)ANTI-TWO BLOCK SYSTEM

400 WATT FLOOD LIGHT

AIRCRAFT WARNING LIGHT

NOTE:
ACCESS LADDER IS REMOVED
FROM VIEW FOR CLARITY.

659.09

6 TON CAPACITY
OVER HAUL BALL

1 PART LINE
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A

23989.26

2735.24

508.00

1185.86

1693.86

457.2 mm MANWAY

25.4 mm WALL
THICKNESS

82°


