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 MATERIAL:
-

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLLERANCES
FRACTIONAL DIMENSIONS +

1
16/-0

SURFACE FINISHES 125√

APPROVED BY:
D. SHAD
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48940.1[ ] OVERALL @ 0°

1854.2[ ]

13186.9[ ]
OVERALL

LANTEC LHS 160 WINCH
19mm WIRE ROPE FOR FAST LINE
WINCH REMOVED THRU TOP

MAIN LOAD BLOCK
2 PART LINE

FAST LINE LOAD BLOCK
SINGLE PART LINE W/ ANTI-TWO BLOCK

NOTES:  
1. THIS CRANE IS DESIGNED AND BUILT IN ACCORDANCE WITH API 2C LATEST EDITION. 
2. CRANE SHOWN IN BOOM REST POSITION, CONTRACTOR TO ADVISE IF THERE IS ANY CONFLICT ON THE CRANE MOUNTED PLATFORM.
3. AIRCRAFT WARNING LIGHTS, JUNCTION BOXES, SLIP RINGS, LIGHTING, BOOM MOUNTED EQUIPMENT AND OTHER ELECTRICAL/INSTUMENTATIONS WITHIN

THE OPERATOR CABIN SHALL ALSO BE SUITABLE FOR OPERATION IN A CLASS 1, DIV.2, GROUP D, TEMPERATURE CLASS T3. 
4. CORRECT LOCATION OF C.G. & LIFTING CHART, WEIGHTS & DIMENSIONS OF EACH PIECE TO BE DETERMINED AFTER FABRICATION AND BEFORE SHIPMENT.
5. PLEASE ADVISE REQUIRED HOOK TRAVEL.
6. CONTRACTOR WILL SPECIFY DIAMETER, THICKNESS AND MATERIAL FOR THE PEDESTAL.
7. ESTIMATED AS BUILT DRY WEIGHT (EXCLUDING CUSTOMER SUPPLIED PEDESTAL BASE): 152500 LBS

X-LARGE
OPERATOR'S
CAB

GANTRY SHAVE CASE
MAINTENANCE PLATFORM

CENTER OF
ROTATION

25.4mm WIRE ROPE
8 PART LINE

GANTRY SHEAVE CASE
ACCESS LADDER

COLLAPSIBLE JIB TO ACCESS MAIN & AUX. WINCHES
SAFE WORKING LOAD 1.4 METRIC TONS

27500[ ] BOOM REST LOCATION

36648.6 1062.1[ ]

1000 GAL
BI-FLUID

TANK

(1) 400W ON
REAR DECK

EXPLOSION PROOF
LOUD HAULER

EXPLOSION PROOF LIGHT W/ AIRCRAFT WARNING LIGHT
 

2 (400 WATT) FLOOD LIGHTS
MOUNTED ON SWIVEL BRACKET

IN CENTER OF BOOM

SWIVEL MOUNT CAMERA

ESTIMATED C.G.

RED FLASHING
EXPLOSION PROOF

AIRCRAFT WARNING LIGHT
 

ANTI-TWO BLOCKING SYSTEM
(INSTALLED ON BOTH LOAD LINES)

MAIN LINE LOAD CELL SYSTEM
(DIGITAL READ-OUT LOCATED IN

OPERATOR'S CAB)

5426.0[ ]

1744.2[ ]

1955.8[ ]

PENDANT CABLE
EACH SIDE

41385.7[ ] MAX.

39937.9

2652.6[ ]

PROVIDED BY END USER

TURRET ACCESS
LADDER

STATIONARY PLATFORM
ACCESS LADDER

PROVIDED BY END USER

MAX. OVERTURNING MOMENT - 1192.5 TON-METERS
CORRESPONDING AXIAL - 103110 KG

AIRCRAFT WARNING LIGHTS
EVERY 10m ALONG BOOM
UPON APPROVAL

LANTEC MODEL LHD310-05 WINCH WITH
2 PART LINE 19mm DYFORM 34 LR 198m
WINCH REMOVED THRU TOP
 

LANTEC MODEL
LHS330 WINCH
25.4mm WIRE ROPE
FOR BOOM HOIST
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 MATERIAL:
-

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLLERANCES
FRACTIONAL DIMENSIONS +

1
16/-0

SURFACE FINISHES 125√

APPROVED BY:
D. SHAD

B

1000 GALLON
BI-FLUID TANK

X-LARGE OPERATOR'S CAB
WITH AIR CONDITIONER INSTALLED ON THE TOP OF THE CAB
& 2 X 17W LIGHT WITH BATTERY BACK UP

500 HP ENCLOSED CATERPILLAR C15 ENGINE
(EXPLOSIION PROTECTION PROOF) 

ILLUMINATED
WIND SOCK

NOTES: 
 
1. FOR THE PURPOSE OF CLARITY THE LOCATIONS OF FIRE EXTINGUISHERS AND
HOSE REELS ARE NOT SHOWN. THEY ARE TO BE DETERMINED DURING FINAL ASSEMBLY.
2. LUBRICATION AND HYDRUALIC OIL IS SUPPLIED FOR ALL ENCLOSED CAVITIES SUCH AS
GEARBOXES, WINCHES, ETC. WILL BE FILLED (TANK IS NOT CONSIDERED AS ENCLOSED AS IT 
IS OPEN TO AIR WITH THE FILLER CAP.)
3. CONTRACTOR TO CLARIFY WHERE THEY ARE TO SUPPLY THEIR SOURCE AIR AND ELECTRICAL.

EXTIMATED C.G.

4151.1[ ]
BOOM TIP ACCESS WALKWAY ALONG TOP OF BOOM
*PLEASE ADVISE IF LADDER TO TIP PLATFORM IS REQUIRED

LOWER PEDESATAL PLATFORM
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 MATERIAL:
-

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLLERANCES
FRACTIONAL DIMENSIONS +

1
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SURFACE FINISHES 125√
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H H
LOCATION OF UHF & VHF ANTENNA

PROVIDED WITH GLANDS
PROVIDED BY OTHERS

7627.2[ ]

6658.0[ ]

STANDARD FLOOR GRATING
WITH CONTAINMENT PANS BENEATH

BOLT ON
EXPLOSION PROOF
LOUD HAULER
BELOW CAB

SIDE WINDOWS ARE TINTED SAFETY GLASS

ELECTRIC OPERATED WINDSHIELD
WIPERS AND WASHERS ON FRONT WINDOW
(CONTRACTOR TO CLARIFY WHERE THEY ARE
TO SUPPLY THEIR SOURCE AIR AND ELECTRICAL.)
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 MATERIAL:
-

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLLERANCES
FRACTIONAL DIMENSIONS +

1
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SURFACE FINISHES 125√
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D

AIR SWIVEL
SLIP RING

2576.4[ ]

2000[ ]
1/4 BAFFLE PLATE
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 MATERIAL:
-

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
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LADDER PROVIDED BY END USER

30°

30°
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-

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.
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JUNCTION BOXES INSIDE PEDESTAL
73JBU-01, 73JBM-01, 73JBPA-01, 73JBFG-01

 

CUSTOMER POWER TO BE SUPPLIED
INTERNALLY
 

JUNTION BOXES REAR OF CAB
73JBU-02, 73JBM-02

JUNCTION BOX INSIDE CAB
T3DBM-01
(NOT SHOWN FOR CLARITY)
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 MATERIAL:
-

Released
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENTIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
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FRACTIONAL DIMENSIONS +

1
16/-0
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EARTHING WIRE CONNECTED FROM
THE BOOM TO THE MACHINERY DECK

EARTHING WIRE CONNECTED FROM
MACHINERY DECK TO SLIP RING

EARTHING WIRE CONNECTED FROM
GANTRY TO MACHINERY DECK

NOTES:
BOOM WINCH CAMERA (QTY.1), MAIN/AUX. WINCH CAMERA (QTY. 1) 
AND IT'S MONITORING SYSTEM INSTALLED INSIDE THE OPERATOR
CAB IS RATED FOR SAFE AREA (NON - EXPLOSION PROOF).

INTERIOR CAN BAFFLE


