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 N/A

 MATERIAL:

WorkInProgress
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENSIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLERANCES
FRACTIONAL DIMENSIONS +

1
16/-0

SURFACE FINISHES 125√

APPROVED BY:

A

178 3/16 O.D.
W/ 2" THICK WALL

ACCESS LADDER
2160

18 X 30 MANWAY
(2 PLACES)

1045 3/4

LWD4400 LUFFING WINCH
W/ 1-3/4" WIRE ROPE

LWD4400 MAIN WINCH
W/ 1-3/4" WIRE ROPE

LWD1600 AUX. WINCH
W/ 1-1/2" WIRE ROPE
LWD1600 AUX. WINCH
W/ 1-1/2" WIRE ROPE

R296 5/8 SWING RADIUS

ENGINE HOUSE

107 13/16

188

LOAD BLOCK
12 PART LINE

FAST LINE

AUX. LOAD BLOCK
2 PART LINE

BRIDLE
14 PART LINE

PENDANT LINE

(2) TH1200 TUGGER WINCHES
W/ 5/8" WIRE ROPE

(2) GANTRY ERECT
& COLLAPSE
CYLINDERS

(6) LED BOOM LIGHTS

(2) LED
LIGHTS

GANTRY SHEAVE CASE
ACCESS PLATFORMS

275 3/4

120

131 1/8
DECK

91 15/16

REMOVABLE BOOM TIP

2040

289 CAB
EYE LEVEL

NOTES:
1. GENERAL ARRANGEMENT ADDRESSES ITEM EN-1 & EN-7

244 1/4

68 3/4

122 3/4





BOOM UP VIEW
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107 1/8
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460 5/16 STOWED
CRANE HEIGHT

COLLAPSABLE CRANE VIEW

DECK
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ENGINE

18" MIN. ALL AROUND

EXTRA LARGE OPERATOR'S CAB

2000 GALLON
FUEL TANK

2000 GALLON
HYDRAULIC TANK

GANTRY ACCESS




