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 MATERIAL:

WorkInProgress
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENSIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLERANCES
FRACTIONAL DIMENSIONS +

1
16/-0

SURFACE FINISHES 125√

APPROVED BY:

A A

B

BRIDLE

PENDANT CABLELWD850 MAIN WINCH
W/ 600M OF 31mm DYFORM 34LR

LHS100 AUX. WINCH
W/ 122M OF 19mm DYFORM 18

LHS330 RP LUFFING WINCH
BOOM STOPS

OPERATOR'S CAB

30468[ ] 2565[ ]

LOAD BLOCK W/
6 PART LINE

OVERHAUL BALL

15561[ ]

GANTRY SHEAVE CASE

INSTALLATION TYPE: BOTTOM SUPPORTED STRUCTURE APPLICATION
DESIGN SERVICE TEMPERATURE: +6°F
CRANE ACCESS LADDER CUSTOMER TO TRIM TO FIT

6" X 6" X 3"D JUNCTION BOX CLASS 1 DIVISION 2 RATED INSTALLED INSIDE PEDESTAL BY TECHCRANE.
POWER TO BE SUPPLIED TO JUNCTION BOX BY SHIPYARD PER THE FOLLOWING:
THE SUPPLY FOR THE 3 PHASE MOTOR SHALL CONSIST OF 3 PHASES AND GROUNG, AND WILL BE 440VAC, 60HZ, 3PH.
THE SUPPLY FOR CABIN POWER SHALL CONSIST OF ONE LINE AND WILL BE 230VAC, 50HZ, 20A.

18 X 30 MANWAY

2388[ ]

2128[ ]

-Max Overturning moment  14675  kip*ft and
 corresponding Thrust 582 kips. 
-Max thrust 748  kips and corresponding 9753 kip*ft.
-Max Dead load moment 3750 kip*ft.

4379[ ] CG

4140[ ] CG

DECK

(526)
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10580[ ]

C15 CAT ENGINE

OPERATOR'S CAB

CRANE ACCESS LADDER

[914] WIDE
FIBERGLASS GRATING
BOOM WALKWAY
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1224[ ]

BOOM UP VIEW

34025[ ]

80.5°



DETAIL  B
 APPROX. PEDESTAL WEIGHT = 11850 LBS
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1863[ ]

2°

INTERIOR BAFFLE

MANWAY

1449[ ]

BAFFLE IS SOLID
NO PASS THROUGH

32[ ] WALL THICKNESS

2115[ ]




