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SOLAR PANEL

BATTERY OPERATED

RED FLASHING

AIRCRAFT WARNING LIGHT
CUT SHEET SUPPLIED

GANTRY SHEAVE CASE
6-PART LINE
WITH DEAD END LINK

h

GANTRY STRUCTURE

2 LIGHTS 1 EACH
400 WATT EQUIVALENT
DECK LIGHT

BOOM STOPS

9144mm

SOLAR F’ANELi

BATTERY OPERATED| k
WHITE WINDSOCK
MIN. 215 LUX / ‘
360° ROTATION

2

LHS160-0L WINCH WITH 219.05mm
DYFORM 6 WIRE ROPE 243.B4m

LHD220-03 MAIN LOAD WINCH WITH
2 PART LINE 19.05mm DYFORM 34LR 18288m

OPERATOR'S CAB

LHS100-01 AUX. LINE WINCH WITH

SINGLE LINE 14.29mm DYFORM 18 137.16m

BRIDLE
6-PART LINE

PENDANT CABLES

SOLAR PANEL

BOOM
SHEAVE
CASE

CUT SHEET SUPPLIED | |
| ]

LIES,

AA

TECHCRANE
N et dosastanas A

AAAAAANAA AN

RED FLASHING

J\ﬁgk e NPT
D= SLIP RING

MANWAY

1841.5mm
LADDER ACCESS FROM MIAN
DECK TO SUPPORT DECK

2514.6mm

B+ (. T
B

=

@152 4mmn

=—1340mm

PROVIDED BY OWNER /

400 WATT LIGHT
W/SWIVEL MOUNT
3 PLACES
9144mm APART

LADDER PROVIDED

A

BY OTHERS
9144mm HEEL SECTION

fe————6096mm MID-SECTION ————=

A

C/L
ROTATION

NOTE:
1. DIMENSIONS IN METRIC.

30480mm = 30.48m

f=—————6096mm MID-SECTION ————=¢

ANTI-TWO BLOCK

BATTERY OPERATED

AIRCRAFT WARNING LIGHT
EXPLOSION PROOF
CUT SHEET SUPPLIED

SYSTEM
AUX, LINE
HEADACHE
g BALL
LDAD BLOCK
2-PART LINE
9144mm TIP SECTION 8Le
JIB SECTION
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CRANE HPU —
400 GALLON [1135.62 LITERSI HYD, TANK

200 GALLON [3785 LITERS] DIESEL FUEL TANK
365 HP. DIESEL ENGINE

(@) SWING

GEARBOXES

LHS160-01 WINCH WITH #19.05mm
DYFORM 6 WIRE ROPE 24384m

ILLUMINATED
WIND SOCK

!
GANTRY
LADDER <

CRANE ACCESS
LADDER

NOTES:

3657.6mn = 3.657m MAX, TALL SWING RADIUS

LOAD BLOCKS

NOT

SHOWN IN THIS VIEW

\ANANANNNNNNNA]
VYV VVVVVVV VY

2159

ANNANANNNANNANANA
NN NNN NN NN NN

D>

760mm CATWALK

760mm CATWALK

OPERATOR CAB

WITH ALARM HORN MOUNTED UNDER CAB
(OPERATES WHEN CRANE ROTATES)

1. FORWARD & AFT GANTRY STRUCTURES WITH PLATFORMS NOT SHOWN FOR CLARITY.
2. DIMENSIONS IN METRIC.
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558L.7mm

6480.6mm

NOTE:
1. DIMENSION IN METRIC,

82°
MAX,

3.5m MIN,

6.4m MIN, REACH

c/L
ROTATION

REACH ~

NOTES:
1. TECHCRANE MODEL NUMBER L80-100.

2. BASIC CRANE LIFTING CAPACITIES ARE AS FOLLOWS:
MAIN FALL
OFFBOARD- 20m SIGNIFICANT WAVE HEIGHT (Hsig)
S5 METRIC TONNES AT 15m OUTREACH
ONBOARD
5 METRIC TONNES AT 30m OUTREACH
AUXILIARY FALL
OFFBOARD- 2.0m SIGNIFICANT WAVE HEIGHT (Hsig>
3 METRIC TONNES CARGO AT ALL OUTREACHES
1 METRIC TONNES PERSONNEL AT ALL
OUREACHES

3. CRANE LIFTING CAPACITIES ARE BASED ON THE
FOLLOWING
CUSTOMER REQUIREMENTS,
API SPECIFICATION 2C, 6th EDITION
20 METER SIGNIFICANT WAVE HEIGHT (Hsigd>
MINIMUM DYNAMIC FACTOR <(Cv> OF 2.0 FOR OFFBOARD
LIFTS
AND 1.33 FOR ONBOARD LIFTS
CRANE ACCELERATIONS:
VERTICAL: 1.00g
HORIZONTAL: 0.00g
PLATFORM STATIC INCLINATIONS:
0.5° HEEL
0.5° TRIM
179 m/sec OPERATIONAL WIND SPEED

CRANE PERFORMANCE PARAMETERS ARE:
HOISTING:
MAIN FALL (2 PART RIGGING):
Mox Rating AT 28 m/min
AUXILIARY FALL (1 PART RIGGING:
3.0 METRIC TONS AT 72 m/min
SWING: 1.0 RPM AT MAXIMUM STATIC INCLINATION
LUFFING: 0° TO 80° IN 90 SECONDS AT MAXIMUM
CAPACITY

4, TOTAL CRANE WEIGHT IS APPROXIMATELY 24948 KG
5. CRANE FOUNDATION REACTIONS PER API SPECIFICATION
2C REQUIREMENTS ARE FOLLOWS:

Maximum Overturning Moment 4067.67 kn—m
Thrust AT Maximum Overturning Moment 162,66 kn
Maximum Thrust 162.81 kn
Overturning Moment AT Maximum Thru 387999 kn-m

6. CONTRACTOR WILL PROVIDE THE FOLLOWING POWER
SUPPLY.

230V, 50 HZ (P+N+E> UPS POWER SUPPLY FOR
WINDSOCK, AOL ETC.

7. PRIME MOVER:
MARINE DIESEL ENGINE RATED 365 HP €@ 2100 RPM

8. CRANE PEDESTAL (INCLUDING ALL LIGHTING> AND BOOM
C(INCLUDING FLOOD LIGHTS, HELICOPTER WARNING
LIGHTS,
ANTI-2-BLOCK AND LOAD PINS> ARE SUITABLE FOR
OPERATION IN ZONE 2 HAZARDOUS LOCATIDNS.
REMAINDER
OF CRANE SUITABLE FOR OPERATION IN SAFE AREA.

9. CENTRAL UPS WILL BACK UP ALL APPLICABLE
ELECTRICAL COMPONENTS.

10. CABLE GLAND SIZES WILL BE SIZED ACCORDINGLY.
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