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(2) SWING GEARBOXES — _— ~— ~—— = NOTES:
1. INSTALLATION TYPE: BOTTOM SUPPORTED STRUCTURE
-~ ~ 5210 7/16 TAILSWING 2. MINIMUM DESIGN SERVICE TEMPERATURE: +6°F.
/ N\ 3. RECOMMENDED PEDESTAL BOLT DOWN SIZE: 1" GRADE 8
(SEE TEST NOTE)
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U]:I NOTE:
\ / FRACTURE TOUGHNESS OF BOLTS JOINING
CRITICAL STRUCTURAL COMPONENTS

AN yd OF THE CRANE WHICH ARE SUBJECT TO
TENSILE LOADING (OTHER THAN PRE-LOAD)

1/2 WALL
®36 CAN

~ OPERATOR'S CAB SHALL MEET EITHER ASTM A320 OR TABLE (36) @1 1/16 THRU
- 26 OF APl 2C 7TH ED
ACCESS LADDER -
TWG1241 LOAD LINE WINCH ¢4§§i%116/40BbH'C'
WITH 300FT. OF 9/16" DYFORM 18 WR SECTION A-A e
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TECHCRANE ﬂ\
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150 3/8 | l Al
I - E TELESCOPIC GEARBOX ANTI-TWO BLOCK
T - miiinlG 8 X 77 CYLINDER
PR , 18" MANWAY OVERHAUL BALL—/
& 31 3/4 q 1 -1 3/4 BOTTOM FLANGE
e
[ ' 396 RETRACTED (600 EXTRACTED)
A Y _ _
A [ wommmon conranes eseon s [PROROST Ve peromensons o | <=1 ECHCRANE INTERNATIONAL, LLC.
DO NOT DISCLOSE, USE OR REPRODUCE i 2. PLATE FLATNESS AFTER BURNING TO BE| WV 17639 HARD HAT DRIVE COVINGTON, LA. 70435 US.A.
FROM TECHCRANE INTERNATIONAL LLC. 4. WHERE APPLICABLE - ROLL FORM PER T25_33_50 ROGERS AND SONS
UNLESS OTHERWISE SPECIFIED | WEIGHT: DIMENSIONS SHOWN.
ALL DIMENSIONS ARE IN INCHES N/A 5. WHERE APPLICABLE - TACK WELD AS CONCRETE BARGE JOB #1229
[ INDICATES MILLIMETERS gi‘g?é’:‘ESDTISES_ECURE ROLLED CAN. GENERAL ARRANGEMENT
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