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INFORMATION CONTAINED HEREON IS
CONFIDENTIAL AND TRADE SECRET

DO NOT DISCLOSE, USE OR REPRODUCE
WITHOUT PRIOR WRITTEN APPROVAL

FROM TECHCRANE INTERNATIONAL LLC. 
 
 N/A

 MATERIAL:

WorkInProgress
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENSIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
 

TOLERANCES
FRACTIONAL DIMENSIONS +

1
16/-0

SURFACE FINISHES 125√

APPROVED BY:

A A

38 7/8

119 51/64

62 5/8

LOAD BLOCK
2 PART LINE

ANTI-TWO BLOCK

299 15/16 RETRACTED

NOTES:
1. THIS CRANE IS A BOTTOM SUPPORTED STRUCTURE.
2. DESIGN SERVICE TEMP: +6° F

8" X 75" CYLINDER

CONTROLS

40 H.P. ELECTRIC MOTOR

60 GALLON
PEDESTAL TANK

49

42

(30) 1 3/8 EQUALLY SPACED INTERNAL
AS SHOWN

36

53 1/4

STARTER BOX

(2) ROCS

SOLAR POWERED
BEACON LIGHT

OPTIONAL HEADACHE BALL
SHIPPED WITH CRANE
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MATERIAL NOTES:
1. BURN PER DIMENSIONS SHOWN.
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WITHIN ASTM SPECIFICATIONS.
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480 EXTRACTED

523 1/8 OVERALL
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BOOM UP RETRACTED

81°

58

413 13/16

34 1/4
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