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WorkInProgress
 DESIGN STATE:

MATERIAL NOTES:
1. BURN PER DIMENSIONS SHOWN.
2. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
3. REFER TO API SPEC 2C LATEST EDITION.
4. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
5. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.
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ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
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550 RETRACTED

152 1/2

TWG 1241 WINCH
W/ 450FT. OF 5/8" 19 X 7 EIPS-IWRC

147 5/8 TAILSWING

(2) MODEL 130 SWING GEARBOXES

TELESCOPIC GEARBOX

GEARBOX CAGE

LOAD LINE

(2) 7 X 80 CYLINDERS

ANTI-TWO BLOCK SYSTEM

INSTALLATION TYPE: BOTTOM SUPPORTED STRUCTURE APPLICATION
MIN. DESIGN SERVICE TEMPERATURE: 6° F 

18" MANWAY

RADIO RECEIVER &
HYDRAULIC MANIFOLD

TO BE INSTALLED HERE
NOT SHOWN FOR CLARITY

CONTROL VALVES

45°

18" MANWAY

CONTROL VALVES
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