


2 1

(3) 252 SWING
GEARBOXES

HYDRAULIC POWER UNIT
DUAL 100 HP MOTOR
AN 400 GALLON TANK

\\/ [R3041] TAILSWING RADIUS
/ANTI—TWO BLOCKING MECHANISM

NOTES:

1. THE INFORMATION PROVIDED IN THIS DOCUMENT IS INTENDED FOR
INFORMATIONAL PURPOSES ONLY AND IS SUBJECT TO CHANGE
WITHOUT NOTICE.

2. WEIGHT SHOWN IS APPROXIMATE AND DOES NOT INCLUDE WELD,
WIRE ROPE, HARDWARE AND MISCELLANEQUS PARTS.
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INFORMATION CONTAINED HEREON Is [DESIGNED BY:
CONFIDENTIAL AND TRADE SECRET F. SHAD
DO NOT DISCLOSE, USE OR REPRODUCE -
WITHOUT PRIOR WRITTEN APPROVAL [PRAWN BY: )
FROM TECHCRANE INTERNATIONAL LLC. Ibaylis
UNLESS OTHERWISE SPECIFIED

ALL DIMENSIONS ARE IN INCHES ~ |WEIGHT:

I:I.A/Il_El.RrI\ﬁ)LE’\‘T(())Tgg:INACCORDANCEAND L TECHCRANE |NTERNAT|ONAL7 LLC

CALIBRATED TO AWS DI.1. VE 17639 HARD HAT DRIVE COVINGTON, LA, 70435 U.S.A.

2. BURN PER DIMENSIONS SHOWN. . N
3. PLATE FLATNESS AFTER BURNING TO BE]| PHONE (985) 871-0056 _ FAX (985) 871-0065

WITHIN ASTM SPECIFICATIONS.
4. REFER TO API SPEC 2C LATEST EDITION|

[1 INDICATES MILLIMETERS 57636 Ibmass FE’JlII\\ilV:NESRIEJICSPPSL}-Ii(C)AvsII\_lE - ROLL FORM PER T60-56-100 GENERAL ARRANGEMENT
TOLERANCES . APPROVED BY: 6. WHERE APPLICABLE - TACK WELD AS
FRACTIONAL DIMENSIONS +15/-0 REQUIRED TO SECURE ROLLED CAN.
PARTIOWG N0 SUREACE FINIHES 125*\?’ SEE APPROVAL STAMP Q DATE: REVISION NO.: CONO.:
TOO60' 56' 1 OO'GA FILE NAME: | DESIGN STATE: MATERTAL: 9/27/2016 3.0
(:rDesrs 1 PARTSSRGATONKO6-110 GEIERAL ARRANGENENT WorkInProgress e
4 2 1
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[30226] EXTENDED

j T;[1031]
-

INFORMATION CONTAINED HEREON IS
CONFIDENTIAL AND TRADE SECRET
DO NOT DISCLOSE, USE OR REPRODUCE
WITHOUT PRIOR WRITTEN APPROVAL

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES
[] INDICATES MILLIMETERS
TOLERANCES

FROM TECHCRANE INTERNATIONAL LLC.

DESIGNED BY:
F. SHAD
DRAWN BY:
Ibaylis

WEIGHT:
57636 Ibmass

APPROVED BY:

MATERIAL NOTES:

1. ALL NDE TO BE IN ACCORDANCE AND
CALIBRATED TO AWS D1.1.

2. BURN PER DIMENSIONS SHOWN.

<~ TECHCRANE INTERNATIONAL, LLC.

17639 HARD HAT DRIVE COVINGTON, LA. 70435 U.S.A.
FAX (985) 871-0065

PHONE (985) 871-0056

3. PLATE FLATNESS AFTER BURNING TO BE]|
WITHIN ASTM SPECIFICATIONS.

4. REFER TO API SPEC 2C LATEST EDITION|
5. WHERE APPLICABLE - ROLL FORM PER
DIMENSIONS SHOWN.

6. WHERE APPLICABLE - TACK WELD AS

T60-56-100 GENERAL ARRANGEMENT

1
SARTIOWG o PR TSNS HTEf-0 SEE APPROVAL STAMP ~ [REQUIRED TO SECURE ROLLED CAN. DATE: REVISION NO.: CoNO:
TOO60'56' 100'GA FILE NAME: DESIGN STATE: MATERTAL: 9/27/2016 3.0
SIS, PATSSE GATIORD S50 GEERL. HRNGEIET iz WorkInProgress e 2 oF 4
3 2 1
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INFORMATION CONTAINED HEREON 15 [DESIGNED BY: MATERIAL NOTES:
[1495] CONFIDENTIAL AND TRADE SECRET F. SHAD 1. ALL NDE TO BE IN ACCORDANCE AND | e TECHCRANE INTERNATI ONAL, LLC.
DO NOT DISCLOSE, USE OR REPRODUCE |serrrecr gA';UB;’:\LEi E?Mévrxglgksl'SHOWN 17639 HARD HAT DRIVE COVINGTON, LA. 70435 U.S.A.
WITHOUT PRIOR WRITTEN APPROVAL : : . r y
FROM TECHCRANE INTERNATIONAL LLC. Ibaylis 3. PLATE FLATNESS AFTER BURNING TO BE| PHONE (985) 871-0056 _ FAX (985) 871-0065
UNLESS OTHERWISE SPECIFIED WITHIN ASTM SPECIFICATIONS.
ALL DIMENSIONS ARE IN INCHES | WEIGHT: 4. REFER TO API SPEC 2C LATEST EDITION]
[1 INDICATES MILLIMETERS 57636 Ibmass 5. WHERE APPLICABLE - ROLL FORM PER T60-56-100 GENERAL ARRANGEMENT
TOLERANCES DIMENSIONS SHOWN.
= APPROVED BY: 6. WHERE APPLICABLE - TACK WELD AS
FRACTIONAL DIMEN X
SARTIOWG o e TN et 0 SEE APPROVAL STAMP ~ [REQUIRED TO SECURE ROLLED CAN. DATE: REVISION NO.: CoNO:
T0060-56-100-GA FILE NAME: | DESIGN STATE: WATERIAL: 9/27/2016 3.0
DS PRS0 GATIED 50 GEER ARRAGEIET WorkInProgress i 3 o 4
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BOOM UP EXTENDED VIEW

INFORMATION CONTAINED HEREON IS
CONFIDENTIAL AND TRADE SECRET
DO NOT DISCLOSE, USE OR REPRODUCE
WITHOUT PRIOR WRITTEN APPROVAL

FROM TECHCRANE INTERNATIONAL LLC.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES
[] INDICATES MILLIMETERS
TOLERANCES

DESIGNED BY:
F. SHAD
DRAWN BY:
Ibaylis

WEIGHT:
57636 Ibmass

APPROVED BY:

MATERIAL NOTES:

1. ALL NDE TO BE IN ACCORDANCE AND
CALIBRATED TO AWS D1.1.

2. BURN PER DIMENSIONS SHOWN.

<~ TECHCRANE INTERNATIONAL, LLC.

17639 HARD HAT DRIVE COVINGTON, LA. 70435 U.S.A.
FAX (985) 871-0065

PHONE (985) 871-0056

3. PLATE FLATNESS AFTER BURNING TO BE]|
WITHIN ASTM SPECIFICATIONS.

4. REFER TO API SPEC 2C LATEST EDITION|
5. WHERE APPLICABLE - ROLL FORM PER
DIMENSIONS SHOWN.

6. WHERE APPLICABLE - TACK WELD AS

T60-56-100 GENERAL ARRANGEMENT

1
SARTIOWG o PR TSNS HTEf-0 SEE APPROVAL STAMP ~ [REQUIRED TO SECURE ROLLED CAN. DATE: REVISION NO.: CoNO:
TOO60'56' 100'GA FILE NAME: DESIGN STATE: MATERTAL: 9/27/2016 3.0
SIS, PATSSE GATIORD S50 GEERL. HRNGEIET iz WorkInProgress ST 4 oF 4
3 2 1
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