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57636 lbmass

 MATERIAL:

WorkInProgress

MATERIAL NOTES:
1. ALL NDE TO BE IN ACCORDANCE AND
CALIBRATED TO AWS D1.1.
2. BURN PER DIMENSIONS SHOWN.
3. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
4. REFER TO API SPEC 2C LATEST EDITION.
5. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
6. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
TOLERANCES

FRACTIONAL DIMENSIONS +
1
16/-0

SURFACE FINISHES 125√

APPROVED BY:
SEE APPROVAL STAMP CO NO.:

FILE NAME:  DESIGN STATE:

16815[ ]
1031[ ]

1275[ ]

3069[ ]

R3041[ ] TAILSWING RADIUS

STANDARD OPERATOR'S CAB

HYDRAULIC POWER UNIT
DUAL 100 HP MOTOR
400 GALLON TANK

ACCESS LADDER

MAIN WINCH AUX. WINCH

LOAD BLOCK
OVERHAUL BALL

20" MANWAY

610[ ]

(3) 7 X 80 CYLINDERS

1219[ ] O.D.
W/ [19] WALL

(2) TELESCOPIC GEARBOXES

(3) 252 SWING
GEARBOXES

1611[ ]

NOTES:
1. THE INFORMATION PROVIDED IN THIS DOCUMENT IS INTENDED FOR
    INFORMATIONAL PURPOSES ONLY AND IS SUBJECT TO CHANGE
    WITHOUT NOTICE.
2. WEIGHT SHOWN IS APPROXIMATE AND DOES NOT INCLUDE WELD,
    WIRE ROPE, HARDWARE AND MISCELLANEOUS PARTS.

ANTI-TWO BLOCKING MECHANISM
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57636 lbmass

 MATERIAL:

WorkInProgress

MATERIAL NOTES:
1. ALL NDE TO BE IN ACCORDANCE AND
CALIBRATED TO AWS D1.1.
2. BURN PER DIMENSIONS SHOWN.
3. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
4. REFER TO API SPEC 2C LATEST EDITION.
5. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
6. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
TOLERANCES

FRACTIONAL DIMENSIONS +
1
16/-0

SURFACE FINISHES 125√

APPROVED BY:
SEE APPROVAL STAMP CO NO.:

FILE NAME:  DESIGN STATE:

30226[ ] EXTENDED
1031[ ]
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57636 lbmass

 MATERIAL:

WorkInProgress

MATERIAL NOTES:
1. ALL NDE TO BE IN ACCORDANCE AND
CALIBRATED TO AWS D1.1.
2. BURN PER DIMENSIONS SHOWN.
3. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
4. REFER TO API SPEC 2C LATEST EDITION.
5. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
6. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
TOLERANCES

FRACTIONAL DIMENSIONS +
1
16/-0

SURFACE FINISHES 125√

APPROVED BY:
SEE APPROVAL STAMP CO NO.:

FILE NAME:  DESIGN STATE:

1495[ ]

1064[ ]

20898[ ]

82



BOOM UP EXTENDED VIEW
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57636 lbmass

 MATERIAL:

WorkInProgress

MATERIAL NOTES:
1. ALL NDE TO BE IN ACCORDANCE AND
CALIBRATED TO AWS D1.1.
2. BURN PER DIMENSIONS SHOWN.
3. PLATE FLATNESS AFTER BURNING TO BE 
WITHIN ASTM SPECIFICATIONS.
4. REFER TO API SPEC 2C LATEST EDITION.
5. WHERE APPLICABLE - ROLL FORM PER 
DIMENSIONS SHOWN.
6. WHERE APPLICABLE - TACK WELD AS 
REQUIRED TO SECURE ROLLED CAN.

UNLESS OTHERWISE SPECIFIED
ALL DIMENSIONS ARE IN INCHES

[] INDICATES MILLIMETERS
TOLERANCES

FRACTIONAL DIMENSIONS +
1
16/-0

SURFACE FINISHES 125√

APPROVED BY:
SEE APPROVAL STAMP CO NO.:

FILE NAME:  DESIGN STATE:

3034[ ]
1064[ ]

82

34220[ ]




